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Product Data Sheet 

Alkali Resistant Primer 

 

General Description 

This product is a superior quality alkali resistant water based primer. Based on acrylic copolymer 

emulsion. 

Provides an excellent base for subsequent coats. Excellent penetration into the substrate there by 

providing the best adhesion. Offers best protection against alkali attack. Resistant to algae and 

fungus. 

Product Uses 

Ideal for priming exterior surfaces on cement plaster, concrete, block work, rendered surfaces, 

gypsum board etc. 

Technical Information 

Physical Form:   Acrylic copolymer Emulsion. 

Colour:    White 

Finish:    Smooth matt finish. 

Practical:   5-8m² per liter depending on surface porosity and application 

method. 

Properties: Touch dry in 30 minutes.  Over-coating 1h depending on ambient temperature and 

vapor pressure.  

Flashpoint:   Waterborne. 

Thinning:   Not more than 5-10% water. 

Equipment Cleaning:  Water. Do not allow the paint to get dry on the equipment. 

Recommended Application: 

Supplied ready to use, stir thoroughly and applying two full coats by brush or roller with 30 hours 

drying time between coasts.  Can also be applied by airless spray-gun and suitable equipment.   
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Surface Preparation 

Ensure all surfaces are clean, oil and powder free using Atlas Dynamite detergent. In case of oil and 

grease surface 

Use Atlas Oil-Away.  Always ensure that the surface is thoroughly rinsed with water after cleaning.  

Allow surface to dry before painting.  

Health and safety advice 

This product is non-flammable.  If body contact is made rinse off immediately with water.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Disclaimer Advice: 

The information given in this Product Information Sheet is based on controlled laboratory tests and many years 

of experience.  It is given in good faith but no guarantee of any performance characteristics is given or implied.  

Atlas Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use 

of Atlas products. 

Atlas Paints reserve the right to update product specifications without prior notice.   
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